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WARNINGS & NOTIFICATIONS

When used correctly, the GNS8360 enhances your 
driving experience. The voice and map information 
in the GNS8360 cannot be guaranteed accurate as  
road layout may change. Always follow the posted 
road signs and traffic laws. 

Do not mount the GNS8360  in a position which may 
obstruct the driver's view or prevent the safe 
operation of the vehicle.

Do not mount the GNS8360 in a position within an  
air bag field of deployment.

GPS signal reception can be affected by the location of 
satellites, tall buildings, tunnels, bridges, etc. If the 
GNS8360 is not receiving a signal, you will need to 
change your location until a signal is received.

The US Government reserves the right to make 
changes to the Global Positioning System in 
accordance with the Department of Defence civil GPS 
user policy and the Federal Radio navigation plan. 
These changes along with poor satellite geometry 
could cause inaccurate readings.

The Global Positioning System is operated and 
maintained by the US Government. The US 
Government is completely responsible for the 
accuracy of the Global Positioning System.
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Throughout this manual the model name GNS8360 
will be used to describe features common to the 
models GNS8360 and GNS8365 BT. The model name 
GNS8365 BT will be used only for the Bluetooth 
feature which is specific to the GNS8365 BT model.   
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Quick StartGuide

BOX CONTENTS

Please contact your place of purchase if any of the 
following items are missing.

This Owners Manual

Software CD

StartHere
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Suction-Cup Mount
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Stylus-Pen

Carrying Case SD Memory Card

SD Card Reader External GPS Antenna

Box Contents

Optional Accessories

AC Power Adaptor

Main Unit

+12V to +24V Cigarette 
Lighter Power Cord



INSTALLATION

Please consider the following when choosing a mount 
location:
! Choose a location where the fixed antenna, 

when extended horizontally will have a clear 
view of the sky. 

! Do not mount within any Airbag deployment 
areas.

! Do not mount where the driver's view will be 
obstructed or where safe operation of the vehicle 
may be obstructed.

Ensure the mount location;
! Allows room to raise the GPS antenna 

horizontally.
! Allows for the GNS8360 to be slotted in and out 

of the mount stand.
! Allows for the tilt angle to avoid reflected 

sunlight.
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